




It is best to drill the handles from the front of each fascia to prevent breakout in the 

door / drawers surface.

If you have ordered the Servo drawer system then your drawer base cabinets will 

have the system pre-installed. You will need to house a transformer and cradle below 

a base shelf in a chosen base cabinet and then connect the single or multiple servo 

cabinets to the mains in a ring system.

Drawer sensor lighting is available in drawer base cabinets wider than 600mm. 

Lighting is installed once all base cabinets are fixed. You must connect all strip lights 

to a transformer before linking to the mains.

Once all base cabinets have been levelled and fixed, 

the continuous plinth is fitted below the run of base 

cabinets. Firstly, cut your plinth to length then mark 

the position of the adjustable legs on the rear face and 

screw fix the leg clips provided. Base cabinet return 

plinths are available if required.
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Larder units and appliance cabinets

Look upon the installation of your tower cabinets as an extension to your base 

cabinet run. You have received your tower cabinets pre-built and ready for 

installation. Remove all of the packaging. Remove all doors and drawers. Screw 

fix the black adjustable legs to the underside of the cabinet as done on your base 

cabinets. Be sure to get help to stand the cabinet upright and into position. Do not 

attempt to lift or move a cabinet on its legs around your kitchen.

It is critical that your tower cabinet is level vertically from the front and the side 

when you fix it back to your wall. It is fixed as a base cabinet with the steel brackets 

provided. Make sure that the 150mm plinth line is carried through from the adjoining 

base or tower cabinets.

If the wall behind your tower cabinet is not flat or vertically level you will need to 

take advice from an expert as to how you can over come this problem. Do not install 

your cabinet out of level as this will affect its performance and may create further 

problems with kitchen wall cabinets.

Please be aware that we supply a standard fascia with appliance cabinets. This fascia 

will need cutting down in order to fit the wide range of different appliances available 

in the market place.
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Fitting the wall cabinets

If you have chosen full height wall cabinets, draw a line 
1200mm above the 870mm line and this will show the 
top line of your wall cabinets. If you have chosen tall wall 
cabinets the top line must be 1380mm above the 870mm 
line.

These top lines correspond to the heights of the full height 
and tall tower cabinets respectively.

Remove all of the packaging. Remove all doors and shelves.

Your wall cabinets hang on to two steel wall plates which are screw fixed behind each 
cabinet. To position the wall plates, measure down 60mm from your 2070mm or 
2250mm lines to give you the height line for all plates. Now mark the combination 
of cabinet widths on each line and this will give you each plates position if you 
measure 40mm in from the end of each cabinet.

Wren wall cabinets have the latest concealed cabinet 
suspension brackets. These are not visible from inside the 
cabinet but can be adjusted through each top rear hole in 
the cabinet back.
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Wren do not provide screws to fix the steel wall plates 
as we do not know what your wall is made from. 
Our cabinets are designed to carry “heavy domestic” 
loading, please ensure that your method of fixing is 
equal to this task.

If you have a wall corner cabinet in your kitchen then, 
as with base cabinets, begin your installation in the 
corner. Measure 662mm from the corner and fix your 
600mm corner cabinet up to this line. Now fix the 
wall corner post and you are ready to build away in 
both directions. 

If you have problems with the flatness or plumb of your walls, take advice on how to 
level and fix your cabinets securely. Do not take chances.

For added strength and security, each of your wall cabinets is supplied with two 
rear corner brackets that are screw fixed in to the bottom corner behind each back 
panel. When you have hung and levelled a wall cabinet, mark the central hole in each 
corner bracket on to your wall through the back panel. Take off the whole cabinet 
and drill / insert two fixings into the wall. Replace your cabinet, re-check for level and 
then fix through the two bottom corners making sure that the cabinet is level.

We recommend that you screw fix each cabinet to the 
adjoining cabinet by screwing behind each hinge plate 
when cabinets are clamped together.

Replace the doors and shelves and continue with the 
next wall cabinet.

Where you have more than 1 wall cabinet stacked 
vertically e.g. two bridging cabinets, the same rules for 

installation apply. Mark out the wall plate and corner bracket positions and ensure 
sound fixing points are available.
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Cornice and light pelmet

If you have chosen to attach cornice and light pelmets to your kitchen wall cabinets, 

here are some pointers to carry out a successful installation.

Traditional style cornice and modern combined cornice and light pelmet should be 

positioned so that they cover the doors in their run of wall cabinets.

Where a length of cornice / pelmet butts up to a returning wall, simply cut to length 

and pre-drill the rear section of the moulding before screw fixing it into the wall 

cabinet.

If you need to mitre an internal or external corner into your moulding, we strongly 

suggest that you do this with a powered precision saw. Do not attempt to cut a mitre 

joint by hand.

When you have cut the mitred lengths lay them out on the kitchen floor and glue the 

faces of each joint before taping together. Leave the tape on until the glued joint is 

set then pilot drill and screw fix the finished assembly to your wall cabinet.

Wren Kitchens Installation Tips



Door and drawer adjustment

The “clip-on” door hinges we have chosen for 

your kitchen are of the finest quality.

Once you have clipped the hinge arm back on 

to its mounting plate to connect the door back 

to the cabinet, you can still adjust your door up 

and down, side to side and in and out.

This fine tuning will even out all the gaps between your doors and drawers to make 

your kitchen look fantastics.

Your drawer boxes and runners have a soft closing mechanism to ensure that you 

cannot slam close a drawer. As with your door hinges we, have chosen the best 

drawer system on the market. All base drawer cabinets are delivered fully assembled. 

To install the cabinet you will need to take out each drawer box by pulling the quick 

release mechanism at the front of each drawer.

Once you have installed the drawer cabinet, each drawer can be adjusted up and 

down and side to side to maintain constant gaps around you kitchen.
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Fitting handles

The handles you have chosen will complete your Wren Kitchen.

It is important that they are positioned accurately and well fixed. Firstly, decide 

where you are going to position each handle to maintain symmetry around you 

kitchen.

Then make a plywood template to mark the fixing positions on to the front of each 

door and drawer front.

Drill through the door or drawer using a fine drill i.e. less than 2.5mm you can then 

drill back from the rear face of your door or drawer using a 4.5mm drill.

By drilling twice you eliminate the chance of breaking out the door surface and help 

the accuracy of the holes positioned ready for handle fixing.
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Lighting

Lighting should be installed as a final task once all 

other installation has been completed.

Wren offer you the possibility to install lighting 

into your wall cabinets (usually combined with 

glass doors and shelves), base cabinets (usually 

associated with drawer storage) or under and over your base and wall cabinets to 

give general illumination to your kitchen.

For inside wall cabinets, it is best to surface fix our low voltage spotlights.

Base drawer cabinets can be fitted with our drawer sensor lighting to give light to 

each drawer box when opened.

General illumination is achieved by using our plinth lights below your base cabinets 

and fluorescent strip lighting or pyramid lights below your wall cabinets.

The LED strip lights can be used anywhere that you feel like making a designer 

statement in your Wren Kitchen.

For all Wren lighting simply follow the manufacturer’s installation guides.

If in doubt, consult a trained electrician.
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